
 

 

JSS FX36-3 
Auto Backwashing Sand Filter - Open Skid 
 

 

 
 

                                                                                  
For information on renting or purchasing equipment please contact: 

Info@JSSMI.com 
or visit: 

https://www.jssmi.com/contact/contact-form 
And one of our Experienced Project Managers will contact you direct.  

 
 
370 GPM 
 
 
4” Male Cam Lock 
 
 
99 GPM 
 
 
 
Included 
 
 
No - Open Skid 
 
No - Open Skid 
 
Open Skid 

Auto Backwashing Sand Filtration 
Vessels 

0-370 GPM Capacity  
 

Job Site Services, Inc. Mobile Wastewater Treatment Systems are designed for ease of set-up, operation, and tear down when 
the jobs complete. JSS’s plug and plug and treatment design boasts: 

 
Pre-Plumbed Manifolds 4” Inlet a 4” Discharge and a 3” Backwash header. 

Programmable Backwash Sequence and Duration control is based on actual field conditions.  
The System remains operational during a single Pod backwash cycle via automated Valving. 

 
Job Site Services water treatment service staff is on call 24/7 to aid in the operation of this unit both on and off site. 

 
Flow Rate at 7.5 
minutes Empty Bed 
Contact Time 
 
Inlet/Outlet Size with 
Connection Type 
 
Back Wash Rate 
 
 
Automated 
Operation 
 
 
Heated Enclosure 
 
Insulated Enclosure 
 
Enclosure Size 

SPECIFICATIONS: 

SEE BELOW FOR PRINTABLE 
Specifications and Layouts 

mailto:Info@JSSMI.com
https://www.jssmi.com/contact/contact-form


 

 
 

 
 



 

 



 

 
 



 



 



 



 



 



 

 



 

 


